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ICD-3 Iced Coffee Dispenser
Product No. : 33000.0002
capacity: 3 gallons
Weight: 12 lbs. (4.5 kg) 
Dimensions: 20.6” H x  9.5” 

Single/Dual Filter Pack 
Product No. : 20100.0000
Packed per case: 500
Dimensions: 51⁄4" Base x 33⁄4" Sidewall
 13.34 cm Base x 9.52 cm Sidewall
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Iced Coffee Brewer
• Brews 20 gallons (75.7 litres) of perfect iced coffee per hour.
• Brews directly into any style portable server up to 20” tall (50.8 cm).
• Height is easily changed by adding or removing trunk extensions.
• meet your volume needs; brew either 2 or 3 gallons (7.57 to 11.36 litres) of iced 

coffee at a time.
• tailors flavor to customer preference.
• SplashGard® funnel deflects hot liquids away from the hand.

Model IC3 with ICD-3 Dispenser
(ICD-3 sold separately)

Dimensions: 37.1”H x 12”W x 24”D
(94.2cm H x 30.5cm W x 60.96cm D)

Model Agency Listing

Ic3 UL LISTED

3 Gallon Iced Coffee Brewer

Easy Clear® ED-12-HB
Product No. : 34141.0000 
Dimensions: 
233⁄8" H x 6" W x 73⁄8" D
59.4 cm H x 15.2 cm W x 18.7 cm D

Easy Clear® ED-HB-2
20" replacement cartridge 
Product No. : 34134.0000 



BUNN® practices continuous product research and improvement. We reserve the right to change specifications and product design without notice. Such 
revisions do not entitle the buyer to corresponding changes, improvements, additions or replacements for previously purchased equipment.

all dimensions shown in inches. 

Dimensions & Specifications
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Model Product # Volts Amps Tank Heater Total Brewing Cu. Shipping Cord 
    Watts Watts Capacity Ft. Weight Attached

Ic3 24450.0000 120/208 19.5 4000 4050 20 gal./hr. 9.0 58 lbs. No 
trunk extension 24427.0000       .08 lbs. 
& rear Panel

electrical: model requires 3-wires plus ground service rated at 120/208V, single phase, 60 Hz.

Plumbing: 20-90 psi (138-621 kPa). machine supplied with 1⁄4” oD male flare fitting.

Trunk Extension & Rear Panel needed to 
ccommodate the taller ICD4T Dispenser

IC3 Base
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