
       Model BW-4/BW-4/3/BW-6/BW-8

BW-4, BW-4/3, BW-6 & BW-8 REPLACEMENT PARTS
        Part No. Description         Qty.

BW-8 BW-4      BW-6
4/3

√√√√√ 27943 Heater - 810 W - 240 Volt 2 - 2
√√√√√ 50000 Blower - High Temperature - 240 Volt - 50 Hz. 2 2 2
√√√√√ 63094 Blower - High Temperature - 120 Volt 2 2 2

37434 Fan Blade 2 1 1
√√√√√ 40645 Relay - 120 V 1 1 1
√√√√√ 72277 Power Switch 1 1 1
√√√√√ 44529 Heater - 810 W - 120 V 2 - 2

PL01-014 Plug Button 1-1/16" 1 1 1
√√√√√ 27071 High Limit - 380 Deg. F 2 2 2

27639 Strain Relief 1 1 1
24305 Middle Door - BW-8 1 1 -
24306 Outer Door - BW-8 2 - -
38072 Rack - Middle - 8 ft. Bun Warmer - SN: CX054JB and below 1 - -
24622 Rack - Middle - 8 ft. Bun Warmer - SN: CX055JB and above 1 - -
38007 Rack - 8 ft. Bun Warmer - Bottom 1 - -

√√√√√ 58929 Sensor Assembly 1 1 1
27555 Power Cord Assembly 1 - 1

√√√√√ 59188RB Control Board Assembly 1 1 1
40669 Rack - 4 ft. Bun Warmer - 1 -
24303 Door - BW-4 - 2 -
40297 Power Cord Assembly - 1 -

√√√√√ 44529 Heater - BW-4 - 810 W (05184) - 2 -
√√√√√ 18201 High Limit (05184) - 335 Deg. F - 2 -

44234 Glass Only - Flip Up Door - 2 -
44494 Door Gasket - 1 -
44526 Door Assy. - Flip Up - LH - 2 -
44527 Door Assy. - Flip Up - RH - 2 -
50656 Door Assy. - Flip Up - Solid Back - - 1

√√√√√ 44404 Heater - 500 W - 120 V - 2 -
24304 Door - BW-6 - - 2

√√√√√ 44919 Heater - 500W - 240V - 2 -
PL01-004 Plug Button - 7/8” 1 1 1
24657 Door-Middle-3 Tier BW (BW-4/3) - 2 -
54071 Rack / BW-4 ( Jack in the Box Only ) - 1 -
55124 Rack / BW-4 Pass Thru ( Jack in the Box Only ) - 1 -
44460 Sheet Metal Rack - SN: CX048JB and below - - 2
24621 Sheet Metal Rack - SN: CX049JB and above - - 2
48683 Power Cord - CE 1 1 1
61511 Decal - Wendy’s - BW-6/8 1 - 1
61514 Decal - GM - BW-6/8 1 - 1

√√√√√ 30978 Transformer - 120VP-12VS-20VA 1 1 1
√√√√√ 28979 Transformer - 208/240VP-12VS 1 1 1

ERROR CODES
DISPLAY CAUSE PANEL BOARD CORRECTION

“E-4” Control board Turn POWER switch to OFF then back ON; if display still
overheating shows “E-4”, the unit is overheating or louvers are clogged

“E-6” Faulty temperature Check probe for loose connection or probe faulty
temperature probe

“E-41” Memory scrambled Press and hold the UP and DOWN buttons and turn unit on.
After SP shows on display, press SET button twice.  Then
press and hold the UP or DOWN button until In-SYS shows
in display; if “E-41” persists, replace the control board

“Hi” Unit overheating; faulty Have relay or control board replaced
 relay or control board
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