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UNCRATING AND INSPECTION

Unpack unit and components from shipping container. Remove all visible packing material and inspect unit for
damage. If damage is discovered, contact the carrier that handled the shipment and file a shipping damage
claim immediately.

ASSEMBLY AND INSTALATION

Model DT14-PS/TH is shipped fully assembled and ready to plug into a 50A, 250VAC Twist Lok receptable
such as a Hubbell part number CS8269. Removal or replacement of the power cord and plug will VOID the
warranty. Consult with a licensed electrician prior to installation. For assistance, call the Holman Factory
Service Team at 1-800-807-9054.

The toast chute may be installed for either front of rear product discharge as shown below.
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The DT14-PS/TH is equipped with an adjustable front heat shutter. This shutter may be adjusted from an
opening clearance of 12" up to 3”. To adjust shutter, loosen the single Phillips screw on the front of the top
cover, slide the shutter up or down to the desired height and tighten the Phillips screw. The screw for the lower
chamber is located above the conveyor belt on the front of the toaster and can be adjusted in the same

manner. ADJUSTABLE HEAT SHUTTER
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FRONT VIEW OF TOASTER
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ELECTRICAL INSTALLATION

A WARNING

MAKE SURE ALL INPUT POWER IS OFF OR THAT THE UNIT IS DISCONNECTED FROM THE POWER
SUPPLY BEFORE INSTALLING OR REMOVING ANY PART.

A WARNING

BEFORE INSTALLING UNIT (S), CHECK WITH LOCAL POWER COMPANY TO DETERMINE ACTUAL
VOLTAGE AT THE JOB SITE. NEVER PLUG a 208-VOLT UNIT INTO 240 VOLTS OR A 240-VOLT UNIT
INTO 208 VOLTS.

A WARNING

BE SURE THE GROUND CONNECTION FOR THE RECEPTICAL IS PROPERLY WIRED. NEVER
CONNECT UNIT TO POWER WITHOUT PROPER GROUND CONNECTIONS. IMPROPER GROUND MAY
RESULT IN SEVERE INJURY OR FATALITY.

POWER SAVER SWITCH

Your Holman toaster is equipped with 2 rotary power saver switches.

When in this position your unit is at Full Power and ready to use. Adjust the Conveyor

FULL POWER- Belt Speed Control to your desired settings.

Two off positions are provided so that a single rotation in either direction will result in
OFF-ROTARY- the unit being turned OFF.

The standby position reduces the power to the unit to %4, and therefore saves 75% of
STANDBY- the energy consumption. In this position your unit will stay warm and reduce the

reheat time when switched to Full Power to 20 to 30 seconds.

POWER/STANDBY
OFF

STANDBY FULL HEAT
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COOKING PROCEDURES
A. BREAD TOASTING, TOP CONVEYOR ONLY.

1) Turn the Power Saver Switch for the top toasting chamber to FULL POWER.
2) Allow warm up time of 5 to 10 minutes. Test with product.

e If product is too light, turn conveyor speed control counterclockwise to a slower speed.
e If product is too dark, turn conveyor speed control clockwise to a faster speed.

B. BAGEL TOASTING (one-sided toasting).

1) Use the lower conveyor. Turn the power saver switch to FULL POWER. Set conveyor speed control
to 50. Follow the same instructions as above.
2) Test using a half of a bagel with the cut side up.

o |If the bagel half is too light, turn the speed control counterclockwise to a slower speed.
o If the bagel half is too dark, turn conveyor speed control clockwise to a faster speed.

CLEANING PROCEDURES

A. CLEANING (DAILY)

1) Clean air intake on bottom of unit.

2) For lightly soiled conveyor belts, turn conveyor speed control to fastest setting and wipe with a
damp cloth. For heavily soiled conveyors, turn conveyor speed control to fastest setting and wipe
with a light abrasive pad.

3) Turn main power switch to the OFF position.

4) After the unit cools, remove interior crumb tray (as shown below) and clean. Slide crumb tray back
into position.

5) Wipe exterior surface of unit.

CRUMB TRAYS
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DO NOT OPERATE UNIT WITHOUT CRUMB TRAY IN PLACE AS THIS CAUSES OVERHEATING IN THE
CONTROL BOX.
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NOTE: Lubrication of a drive chain with a graphite-based lubricant is required as periodic
maintenance. Call the Holman Cooking Equipment Factory Service Team at 1-800-807-9045 for details.

TROUBLESHOOTING GUIDE

A. UNIT WILL NOT HEAT, CONVEYOR BELT WILL NOT MOVE.

1)
2)
3)

Make sure air intake on bottom of unit is clean.
Be sure the main circuit breaker is switched to the ON position.

Check to see if the toaster is plugged in and all controls are turned to theON position.

B. UNIT HAS HEAT ONLY ON ONE SIDE, CONVEYOR BELT TURNS PROPERLY.

1)

Call the Holman Cooking Equipment Factory Service Team at 1-800-807-9054 as heating
element may need replacing.

C. CONVEYOR BELT DOES NOT TURN, UNIT HEATS PROPERLY.

To check for mechanical binding:

DISCONNECT UNIT FROM POWER SOURCE.

When conveyor belt has cooled, move the conveyor belt by hand to check for mechanical binding. If
conveyor moves freely, call the Holman Cooking Equipment Factory Service Team
at 1-800-807-9054 .

Remove the crumb tray(s) and check for obstructions in the conveyor belt.

If no obstructions are found, remove the three screws holding side panel in place (facing front of
unit, remove the left side panel to access the lower conveyor drive system and the right side panel
to access the upper conveyor drive system).

Check drive chain to make sure it is not jammed on the drive sprocket on the motor or the driven
sprocket on the drive shaft.

If the drive chain is not jammed and there are no obstructions to the conveyor belt, call the Holman
Cooking Equipment Factory Service Team at 1-800-807-9054 as the speed control or drive
motor may need servicing.
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PARTS LIST
PART NO. DESCRIPTION QTY. | PART NO. DESCRIPTION QTY.
HM-100805 | Top Cover 1 2R-200562 Fan Grill 1
HEATER TUBES — SEE HEATER TUBE PART LIST 2A-202905 Idler Shaft 2
HM-401543 | Retainer, Heater Tubes 4 HM-402787 | Crumb Tray 2
HM-160004 | Conveyor Belt 2 HM-400899 | Heat Shutter 1
HM-100999 | Back Panel 1 HM-401089 | Guard, Extension 2
HM-DT0002 | Side Panel, Right 1 HM-401022 | Toast Chute 1
HM-DT0001 | Side Panel, Left 1 SP-118042 | Speed Control 2
Drive Chain (137%")
Z77-150022 Lower 1 2R-200703 | Knob, Speed Control 2
Drive Chain (237%")
2P-150033 Upper 1 2P-200700 | Bearing, Extension 4
2P-200645 Sprocket, Drive Motor 2 2R-200709 | LEG, 1” 4
2P-200643 Sprocket, Drive Shaft 2 2E-200566 | High Limit Rest Switch 1
2A-202902 Drive Shaft Assembly 2 2E-200551 Power Saver Switch 2
HA-112261 Rear Bearing 4 2R-200703 | Knob, power saver 2
2U-200509 Drive Motor, (Lower) 1 2E-200574 Fan Switch 1
2U-200504 Drive Motor, (upper) 1 2E-Z10865 | Cordset 6/3 6-50P 6F 1
Cordset 6/3 6-50P Hubbell, Tim 1
2U-200577 Fan Motor 1 2E-Z11879 Horton
HM-100316  Control Box Cover 1 2E-200554 | TERM BLOCK, 12 POS, LG 2
2E-200487 | BLOCK TERMINAL 6 STA. 50AMP 1
Fuses Added October 2007
2E-75680 | Fuse,5A-ClassG | 4 | 2E-Z5681 | Fuseholder | 2
HEATER TUBE PART LIST
PART NO. DESCRIPTION QTY.
HM-198038 HEATER TUBE QUARTZ, UPPER CHAMBER, 208V 6
HM-198039 HEATER TUBE QUARTZ, LOWER CHAMBER, 208V 4
HM-198069 HEATER TUBE QUARTZ, UPPER CHAMBER, 240V 6
HM-198070 HEATER TUBE QUARTZ, LOWER CHAMBER, 240V 4
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WIRING DIAGRAM DT14-PS
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WIRING DIAGRAM DT14-TH

OPERATOR’S MANUAL

HOLMAN CONVEYOR TOASTERS

MODELS DT14-PS AND DT14-TH

TOP
POWER
SAVER

PAGE 8

135614 UPPER DECK TOP HEAT 135616
SAVAVAVAVAYS
NN
= Tana UPPER DECK ROT. HEAT S+
NP ————o '\ /NN NN —— 1O
e S
D N
ARA LOWER DECK TOP HEAT ®®Jj
[-@--@ LS
7 S
155 oiol
V] O
) S
TO SPEED

TOP
DRIVE
MOTOR

CONTROL

CONTROL

—
[1 2|4—
34
| 135613 e
MOTCR
2
22 —
&
ﬁ % 135612
" D
[ I—-|1 2| %)
RESET [ 1 .3 4I
| f '@
LE LOWER I @g
POWER RESET
135615 SAVER —'=©= [w@ o
L1 i, FAN SWITCH | DD ’é’
(2% g
Eg@ D
L2 7
o o

s
GRND

*Includes Attached Cordset





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


