Liquid Coffee Ambient Systems

Coffee-On-Demand dispenser meets the
requirements of banquets, convention centers,
and hotels

* Attractive, narrow unit.

* Easy to program, one-touch portion control for
self-serve applications.

» Accommodates 2 litre and most 4 litre bag-in-box
(BIB) containers.

* Insulated product cabinet assures maximum
product life.

* FlavorGard® technology continuously monitors
extract-to-water ratio and assures flavour

consistency.

* Dispenses easily into carafes by flipping tray.
* Equipped with tank drain.

* Hot water dispense.
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Dispense Rate/Sec.

Product # Description en . Weight Watts Hertz Phase Cord Agency
36500.0009 LCA-2A, PC, 1/8” Scholle Kit 45:1 - 100:1 | 65:1 - 100:1

36500.0010 LCA-2A, PC, 3/16" Scholle Kit 25:1 - 45:1 25:1 - 65:1 '° 00

36500.0013 LCA-2A,PC, 1/8" Scholle Kit 45:1 - 100:1 | 65:1 - 1001 372 kg 230 50/60 No C E
36500.0014 LCA-2A, PC, 3/16" Scholle Kit 25:1 - 45:1 25:1 - 65:1 * ¢

36500.0059 LCA-2A, PC, 3/16" Scholle Kit 25:1 - 45:1 25:1 - 65:1 13 3000

Plumbing: 140-620 kPa. Machine supplied with 3/8" male fitting. All plumbed models that are CE listed feature backflow prevention.

Dimensions shown in centimetres For capacities, additional specs, manuals, care & cleaning, visit www.bunn.com.



Liquid Coffee Refrigerated Systems

SYSTEMS

Coffee-On-Demand dispenser meets the
requirements of banquets, convention centers,
and hotels

* Refrigerated product cabinet extends product ‘
flavour profile, maintains 3.3 — 5.5° Cin product
compartment.

e Attractive, narrow unit.

* Easy to program, one-touch portion control for

self-serve applications. .

¢ Accommodates 2 litre and most 4 litre
bag-in-box (BIB) containers.

* FlavorGard® technology continuously monitors
extract-to-water ratio and assures flavour

consistency. ‘

* Dispenses easily into carafes by flipping tray.
* Equipped with tank drain.

* Hot water dispense.
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Dispense Rate/Sec.

Product # Description Volts Watts = Hertz  Phase = Cord
1.8 oz. 2.5 0z

36500.0040 LCR-2A, PC, 1/8” Scholle Kit 45:1 - 100:1 | 65:1 - 100:1 6 3800
36500.0041 LCR-2A, PC, 3/16" Scholle Kit 25:1 - 45:1 25:1 - 65:1 530
36500.0042 LCR-2A, PC, 1/8” Scholle Kit 45:1 - 100:1 | 65:1 - 100:1 % €000 ( €
36500.0043 LCR-2A, PC, 3/16" Scholle Kit 25:1 - 45:1 25:1-65:1 | 517 kg 50/60 No
36500.0054 LCR-2A, PC, 1/8” Scholle Kit, Multi Phase 45:1 - 100:1 | 65:1 - 100:1 230 I3 3000 |

230 26 6000 |
36500.0055 LCR-2A, PC, 3/16" Scholle Kit, Multi Phase 25:1 - 45:1 25:1 - 65:1 400 13 9000 3
36500.0057 LCR-2A, PC, 3/16" QCD Kit 25:1 - 45:1 25:1 - 65:1 230 16 3800 | CE

Plumbing: 140-620 kPa. Machine supplied with 3/8" male fitting. All plumbed models that are CE listed feature backflow prevention.

Dimensions shown in centimetres For capacities, additional specs, manuals, care & cleaning, visit www.bunn.com.





