Crown Punch Can Openers

Model |Description Product Master | Case
No. Code Case Weight
Ibs/kgs

MANUAL CROWN PUNCH (manual) All Stainless Steel Model Including Mechanism

GG (Recommended for up to 200 cans per day.) Z0ig 3/.09 L =AY
EXTRA BLADE (All Stainless Steel) recommended at time of purchase A756 1 2/.9
AIR POWERED CROWN PUNCH Standard model for cans up to 11" high

LY (Recommended for up to 400 cans per day.) Requires 85 P.S.I. At 1 1/2 - 2 C.F.M. SLDND) 2t L e
EXTRA BLADE (All Stainless Steel) recommended at time of purchase A756 1 2/.9
HEAVY DUTY AIR POWERED CROWN PUNCH Ideal for food processors and heavy

625 users who open from 300-2000 cans per day. Requires 85 P.S.I.at 1 1/2 - 2 62500 9.1/.26 1 142/63.9
C.F.M.
EXTRA BLADE (All Stainless Steel) recommended at time of purchase A756 1 2/.9
HEAVY DUTY INDUSTRIAL OPENER WITH ALLIGATOR LID REMOVAL SYSTEM. Fast,

625A reliable, sanitary and safe removal of lids. Up to 3,000 cans per day. Requires 85 62700 24/.7 1 160/72
P.S.I. At11/2 - 2 C.F.M.
With magnetic lid remover. Operator passes can by magnet after opening. Lid is

625M released when next can is opened. Requires 85 P.S.I. at1 1/2 - 2 C.F.M. 62400  9.1/.26 1 145/65.3
Designed for special applications such as 5 gallon square nut, pepper or orange

625T rind cans. Can also be used on round 5 gallon pails. Requires 85 P.S.Iat1 1/2 -2 62600 16/.46 1 160/72

C.F.M.
NOTE: See reference chart to determine which model opener is right for you.



http://www.edlundco.com/openers/reference.html

