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General Information 
The 340 series large capacity 

open fryers from Henny Penny are 
designed to offer maximum frying 
surface area within a reasonable 
footprint. These high volume open 
fryers feature a larger, shallower fry 
vat that produces more consistent 
frying results with items that float 
when cooking.  

Henny Penny’s unique high-
efficiency heat-exchange design 
produces extremely fast temperature 
recovery—typically in seconds—
without requiring excess oil to retain 
heat. Fast recovery speeds up 
production, saves energy, and 
preserves frying oil quality by 
reducing temperature fluctuations. 

Built-in filtration system filters hot 
frying oil in under 4 minutes, with no 
separate pumps or pans required. 
Hot filtered oil returns directly to the 
vat. Quick, easy and frequent 

OEA-342 large capacity two-well 
electric open fryer 

Large capacity open fryers 
 

Standard Features 
• Stainless steel construction for 

easy-cleaning and long life.  
• Heavy-duty stainless steel 

rectangular fry pots with 7-year 
warranty. 

• 2 large fry vats offer greater surface 
area that promotes more even 
cooking. 

• Specially designed “beach” 
accommodates oil displacement 
when lowering basket. 

• Built-in filtration with over-the-top 
return to wash away remnants. 

• Easy basket set and release. 
• Specially designed cold zone 

prevents scorching. 
• 4 heavy-duty casters, 2 locking. 

Accessories shipped with unit  
• Fry baskets—please select one  
 2 full baskets  
 1 full and 2 half baskets 
 4 half baskets  

• 2 basket supports 
• Lift tool for basket support 
• Lift tool for electric elements 

Accessories and options available 
separately 
  3 third-size fry baskets per well 
 Direct Connect shortening disposal 
  Shortening shuttle 
  Filter rinse hose  
 

filtering extends shortening life and 
can result in significant savings in time 
and direct shortening costs.   

The OFE/OFG-342 open fryer 
features two large fry vats with half or 
full basket operation. Henny Penny’s 
heavy-duty stainless steel rectangular 
fry pot promotes fast, even cooking 
and comes with a 7-year warranty—
the best in the business. 

The COMPUTRON™ 8000 control   
provides fully automatic, 
programmable operation, as well as 
energy-saving, filtration and cook 
management features.  

The COMPUTRON™ 1000 control 
offers programmability in a simple, 
easy to use digital control panel with 
LED display. 
 

• COMPUTRON™ 8000 control 
(additional charge.)  
 12 programmable cook cycles 
 Melt mode  
 Idle mode 
 Load compensation 
 Proportional control 
 Optional filter prompt and 

customizable filter tracking 
 Clean-out mode.  
 16-character digital display with 

multiple language settings. 
• COMPUTRON™ 1000 simple digital 

control. 
 Programmable 
 LED Time/Temp display 
 Simple UP/DOWN arrows 

 APPROVED       APPROVED AS NOTED       RESUBMIT
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44 1/2 in. (1131 mm) 
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Bidding Specifications 
• Provide Henny Penny large capacity 2-well 

open fryer, model OFE-342 electric or 
model OFG-342 gas with built-in filtration 
system standard. 

• Unit shall incorporate either 
COMPUTRON™1000 simple digital controls 
or COMPUTRON™ 8000 control system 
with (additional charge.) 

• Materials—cabinet, deck, exhaust stack, 
filter drain pan and various fittings are 
stainless steel. Fry pots are heavy duty 
stainless steel.  

• Unit shall incorporate high-efficiency heat-
exchange design for extremely fast recovery. 

• Frying well is designed for large surface 
frying area and incorporates a shallow rim to 
accommodate oil displacement from load. 

• Heating elements encircle the fry pot part-
way up the side, and are not located at the 
bottom or below the pot. This design 
produces a “cold zone” that extends oil life.   

• Unit’s controller provides for programmable 
or manual operation with press-key controls 
and LED digital display. COMPUTRON™ 

8000 control offers idle and melt modes, load 
compensation, filtration tracking and 7-day 
history. 

• Unit shall include 4 heavy-duty casters, 2 
locking.  

• Unit ships with stainless steel Max filtration 
screen and 2 PHT filter envelopes, lifting tools 
for basket support and electric elements, and 
choice of 2 full baskets or 1 full basket and 2 
half baskets or 4 half baskets. 

 

FRONT 

41in. (1042 mm) 

Dimensions 
Width 44 1/2 in. (1131 mm) 
Depth 41 in. (1042 mm) 
Height 50 in. (1270 mm) 

Required clearances 
Sides:  4 in. (102 mm) gas; 0 in. electric 
Back:  4 in. (102 mm) gas; 0 in. electric 
Front: 30 in. (762 mm) filter pan removal  

Crated dimensions 
Length 51 in. (1296 mm) 
Depth 46 in. (1169 mm) 
Height 65 1/2 in. (1664 mm) 
Volume 88.9 cu. ft. (2.52 m³) 

Net weight  N/A 
Crated weight  
Electric 554 lbs. (251 kg) 
Gas 616 lbs. (279 kg) 

Heating 
Electric Immersed elements, 22.0 kW per vat  
Gas  
 

Natural or liquid petroleum  
3 burners, 120,000 BTU/hr (35 kW) per vat 
1/2 in. connection 

Electrical 
connection 

Gas units:  
3/4 in. gas connection 

50 in. (1270 mm) 

Large capacity open fryers 
 

PLAN 

MODEL OFE-342 2-well electric
 OFG-342 2-well gas 

Oil capacity 
Electric 40 qts. or 80 lbs. (37.8 l or 36 kg)  per vat 
Gas 45 qts. or 90 lbs. (42.5 l or 41 kg)  per vat 

Electrical 

Volts Phase Cycle/Hz Watts 
per well 

Amps 
per well 

Wire 

208 3 60 22000 61.0 3+G 

240 3 60 22000 52.9 3+G 

380-415 3 50 22000 32.5 3NG 

480 3 60 22000 26.5 3+G 
Two electrical connections required, one for each well. Power cord and 
plug must be installed on site by a qualified electrician. 

Gas models 
120 1 60 N/A  12.0 2+G 

230 1 50 N/A  6.2 1NG 

Laboratory certifications 

Continuing product improvement may subject specifications to change without notice.  

Henny Penny Corporation
PO Box 60  Eaton OH 45320 USA 

+1 937 456.8400           800 417.8417 
+1 937 456.8434 Fax  800 417.8434 Fax 

www.hennypenny.com 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


