HENNY PENNY

HEATED HOLDING CABINETS

CF-941
Single Drawer

The ahility to keep
foods hot and tasty for
long periods of time
before serving is critical
to the success and effi-
ciency of vour Chicle-fl-A
operation. And the right
holding cabinets can make
a big difference between
what you sell and what
vou throw away.

Henny Penny counter-
top holding cabinets offer
foodservice operators and
employees the advantages  stainless steel for years
of convenience, space sav-  of dependable operation
ings, and energy efficiency.  and backed by 40 vears of
Build a system with single-  foodservice equipment
drawer, sell-contained units, manufacturing experience.
or get multiple units to
create separate holding
environmenis.

The CF-941 is fully
insulated and engineered to
achieve optimal heat and | ey
humidity levels for virtually H Y IPEMNIMNY.

Ot Favdirriies Sl
any freshly cooked food. o

Henny Penny Heated
Holding Cabinets are
constructed of top quality

When yvou begin
to expect more.




CF-941
Single Drawer
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SPECIFICATIONS: CF-941
Height (A) BY " (21.0 cm)
Width (B) 290 7 (74.3 cm) [+2" (5.1 cm) for side electrical cord)
Depth (C) 204 ™ (51.1 cm) [+%4 " (2.0 cm) for rear electrical cord]
Pan Capacity | standard steam table pan
12" (30.5 cm) x 207 (50.8 cm) x 4" (10.2 cm)
Electrical 120V; 1Ph; 50/60Hz; 475KW: 4.0A
(1.425KW; 11.94 if rear electrical outlet is added)
240V, 1Ph; 50/60Hz; 475KW: 2.04
Heating 140° F (60° C) to 210° F (99" C)

Shipping Weight 77 Ibs. (34.9 ka)
3.97 cu. L (.11 mY)

UL, UL Sanitation, CUL

Carton Shipping Cube
Listings

Specications subject to change wishout natice
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Henny Penny Heated Holding Cabinets

CF-941

CF-941 Single Drawer

For space-saving flexibility,

single drawer units can be

placed side-by- side, stacked,

or mounted under counters.

B Fourdigit electronic
temperature control can
show “F or °C

B Three independent
timers programmable
from 1 second
to 99 hours
® Program lock to prevent
accidental setting changes
W Rear electrical outlet
available for connecting
the electrical cord from
an additional CF-4941

Henny Penny Corporation
P.O. Box 60, Eaton, OH 45320
037-456-8400

800-417-8417 Toll-free
937-456-8402 Fax
800-417-8402 Toll-free Fax
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W Shipped with side-
mounted electrical cord;
can be changed to rear-
mounted electrical cord
by an electrician

B Energy efficient operation

B Improved cabinet desigm

W Welded stainless steel
construction throughout

W Single-piece welded drawer
and liner

B Accepts standard steam
table pans

W ["ositive drawer closure

B [ow friction bearings

B High temperature drawer
masket

B Adjustable leveling feet
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